
1-pc Sprinkler 
Head Guards for    
Recessed Sprinklers

 Description
Recessed Sprinkler head guards are designed to provide  pro-
tection of the sprinkler head against low level impacts. Our 
Sprinkler Head Guard for Recessed Sprinklers are suitable for 
most recessed sprinkler applications*. Available in chrome fi nish. 
Caution: Sprinkler Head Guards will not protect sprinkler 
heads from severe abuse or impact. 

Installation
1-pc Recessed Head Guard 
installation can be accom-
plished without tools and can 
be installed in the pendent* 
position. Disengage both 
hooks on either side of the 
guard. Spread the cage open 
just enough to clear the sprin-
kler frame and defl ector be-
ing careful not to damage the 
sprinkler. Engage the open 
end of the cage at the base 
of the sprinkler between the 
frame and the threads. Re-en-
gage both hooks on either side 

of the sprinkler. Make sure 
the recessed skirt has been 
properly repositioned on the 
retainer of the sprinkler head 
according to the sprinkler head 
manufacturers specifi cations. 
*Only use when the Recessed 
Sprinkler Head Guard can 
be installed without interfer-
ing with proper sprinkler head 
installation according to the 
sprinkler head manufacturers 
installation specifi cations and 
instructions.

   
 Specifi cations
Type: 
 Formed wire cage

Sizes:
1-pc
 1/2" (nominal)

Material:
 .080”  mild steel wire

Finishes:
 Chrome
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