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SHOTGUN VALVE
(RISER CHECK VALVE)

. GEMERAL
DESCRIPTION

s TECHNICAL DATA

The GLOBAL SAFETY PRODUCTS Model RCV Grooved Erd Shotgun Vave is compact
ard rugged swing-type units that allow water flow in ane direction and prevent flow
in the opposte direction.

The Model RCY Chede Valves is designed to minimize water hammer cawsed by flow
revarsal.

The Model RCW Grooved End Swing Check Valve is furnished with grooved ends and
can be installed using Grooved Couplings or Flange Adapters.

This walwe can be installed haorizontally or vertically with the flow in the upward
direction aswell.
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— NOTICE!

The GLOBAL SAFETY PRODUCTS Mods| ACY Groowed End Shotgun Walve described herein
must be irstalled and maintained in compliance with the marual, as well as with the applcable
stardards of the National Fire Protection AssociaticniMFPA), in addition 1o the standards of any
ather authorities having jurisdiction.

Failure to do o may impair the performance of these devices. Newer remove any piping
compenent nor correct or modify any piping deficiencies without first de-pressurizing and
draining the system.

Falure to do 5o may result in sericus perscnal injury, property damage, andfor impaired device
performance.

The covner is rezponsible for maintaining their fire protection system and devices in proper
operating condition.

Contact the instaling comtracter er product manufacturer with any questions.
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SPECIFICATIONS MATERIAL SPECIFICATIONS
+ WORKING PRESSURE 300psl (21 ban Corpanant | Matanal
= MAX. TEST PRESSURE 600 psl (42 ban) Bady ASTM AE35
« TEMPERATURE RANGE S250F  (120G) i‘l‘:““:‘::! i;:‘usmcz?m
Instal In Both Horlzontal or Vertical Pasition Fubbar fing ERDM 240
* Tapping belied Fossble NPTPT Spring AITM 4240
Hings A ASTM AZ40
DIMEMNSIONS
Nominal Pipe Nominal Dimensions Inches (mm) Piping Connection Weight
Valve Size oD Lbs.
Inches (DN)| Inches A B c D E E Pressure Gauge e (kg)
Inlet Outlet
2 237 6.34 3.54 2.80 5.02 237 421 . . I 2.92
(DN50) 603) | (161.0) (90.0) 71.0) | (127.5) | (60.3) (107.0) 14 (2.23)
2172 2.88 7.06 3.91 3.19 571 2.87 274 } } . 7.50
(DN65) (73.0) (179.4) (99.4) (81.0) (145.1) (73.0) (120.3) /4 /4 1-1/4 (3.40)
76.1 3 7.06 3.1 3.19 571 2.87 474 . . . 7.50
(DN65) 76 | (1794 | (9.4 | (81.0) | (1451 | (73.0) (120.3) 4 4 1174 (3.40)
3 35 7.80 229 3.61 6.44 35 5.24 B B . 11.90
(DN80) (88.9) | (198.0) | (109.0) | (91.6) (163.6) (88.9) (133.0) " 14 - (5.40)
3 25 8.62 4.06 2.25 7.71 2.50 6.49 } ; ; 18.52
(DN100) | (114.3) | (2189) | (103.1) | (108.0) | (1959) | (114.3) (164.8) 4 ”“ 2 (8.40)
ON150 6.5 10.38 5.12 5.43 956 6.63 8.00 B B B 36.16
(165.1) | (263.6) | (130.0) | (137.9) | (242.9) | (1683) | (203.2) u 4 2 (16.40)
6 6.63 10.38 5.12 5.43 956 6.63 8.00 B B > 36.16
(DN150) | (168.3) | (263.6) | (130.0) | (137.9) | (2429) | (168.3) (203.2) " 14 (16.40)




